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HIGH PRESSURE STEAM BOILERS

Unilux Advanced 
Manufacturing, LLC

Specifi cation Data



UNILUX “HS” BOILER CAPACITIES:

BOILER 
MODEL 

HS

MAXIMUM 
FUEL INPUT 
BTU/HR IN 

THOUSANDS

HEAT 
OUTPUT 

AT BOILER 
OUTPUT 

BTU/HR IN 
THOUSANDS

OUTPUT 
STEAM 
LBS/HR 
AT 150 
PSIG

APPROX. 
BOILER 
HORSE 
POWER

SHIPPING 
WEIGHT 

LBS

OPERATING 
WEIGHT 

LBS

OPERATING 
LEVEL 
WATER 

VOLUME 
U.S. 

GALLONS
100 1250 1013 1000 30.5 4170 4640 56
150 1750 1418 1400 42.5 4665 5235 69
200 2200 1782 1760 53 5530 6210 82
250 2750 2228 2200 66.5 6200 7000 97
300 3000 2430 2400 72.5 6700 7560 103
350 3750 3038 3000 91 7090 8020 112
400 4300 3463 3440 104 7700 8735 125
500 5400 4374 4320 130.5 9300 10710 168.5
600 6250 5063 5000 151 10200 11760 188
700 7235 5860 5787 175 11280 13040 210
800 8270 6699 6615 200 12785 14645 224
900 9300 7533 7439 225 13600 15655 246

1000 10330 8367 8262 250 14850 17095 268.5
1200 12400 10044 9918 300 17250 19905 320
1400 14470 11720 11574 350 18590 21480 348
1600 16530 13390 13220 400 20720 23940 385
1800 18600 15066 14878 450 23500 27545 485
2000 20670 16743 16533 500 26100 30555 535
2500 25000 20250 19997 605 31800 38300 780
2900 29000 23490 23196 702 34900 42300 888
3000 34000 27540 27194 823 49050 59780 1285
3500 38000 30780 30395 919.5 55000 66270 1350

ORDER NUMBER PROCEDURE: Example – ZF 300HSG

 BOILER MODEL
  WATER (W) LOW PRESSURE STEAM (LS) HIGH PRESSURE STEAM (HS) 
   NAT. GAS, MIXED OR LP (G) NO. 2 OR LIGHTER OILS (L) COMB. GAS/LIGHT OIL (LG)
     300 
     HS 
      G 
   ZW – Welded Boiler Tube
   ZF – Ferrule Boiler Tube

UNILUX REPRESENTATIVE:

SPECIFICATIONS ARE SUBJECT 
TO CHANGE WITHOUT NOTICE.

DIMENSIONS MUST BE CONFIRMED 
FOR CONSTRUCTION.

STANDARD EQUIPMENT:
• STEAM PRESSURE GAUGE
• LWCO • RELIEF VALVES • BURNER OPERATING 
AND SAFETY PRESSURE CONTROLS • FEED WATER 
PUMP/VALVE CONTROL

ALL BURNER EQUIPMENT UL, CSA APPROVED

                  






